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Type UL Rating Status
Water W
Smoke/Gas L
Fire F
Thermal T

 

 

See HOLDRITE® HydroFlame™ specifi cation sheets for UL product application ratings.
2006 IBC Chapter 7, 2007 CBC Chapter 7, 2009 IBC Chapter 5 and many others
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Company overview
The last three decades have seen HOLDRITE® evolve from a single product family 
business to an international corporation and acknowledged industry leader. Hundreds 
of millions of HOLDRITE® products have been installed into a wide variety of projects 
from single-family and multi-family housing to hotels, motels, healthcare institutions 
and many other market sectors. By understanding both the large project perspective 
and specific application requirements, HOLDRITE® has developed solutions that assist 
in establishing a “shop standard” for the collaborative efforts of developers, architects, 
engineers and contractors.  

The Holdrite® HydroFlame™ Sleeving Systems 
are the latest addition to a product line focused 
on reduced installation costs and consistent 
craftsmanship. These UL Classified systems 
provide superior waterproofing and firestopping 
capabilities, and help safeguard property from 
water damage and mold while protecting lives 

against the dangers of fire, gas and smoke spread. The patented cast-in-place 
technology and mid-body seal offer a revolutionary water tight penetration system, 
in addition to comprehensive smoke and firestop performance. The easy installation 
process is efficient and innovative, leading to greater overall profitability. These unique 
features combine to make the HydroFlame Sleeving Systems the ultimate in protection 
against water, fire and smoke intrusion damage.

HOLDRITE® has established a reputation as a leading manufacturer known for 
innovative products and services in such categories as pipe support systems, acoustical 
plumbing solutions and water heater accessories. HOLDRITE® also offers value-
added No Cost Services to the Contractor, Wholesaler, and Engineer to assist with 
multiple stages in the project. These VIP services include specifi cation and submittal 
assistance, 3-D product drawings, custom detail application pages, and material “take-
off” assistance to help plan for product inventory levels. As always, HOLDRITE® will 
stay at the forefront of the construction industry by offering innovative and cost-effective 
products that are optimized to be the best solution for the total application.

Over the years, contractors 
have made HOLDRITE® 
the industry standard for 
“Converting Makeshift Methods 
into Engineered Solutions.”SM

HOLDRITE® Supports
Canada

Product configuration (wood deck sleeve)

HYDROFLAME

Made in America

Interior view of 
internal and 

external water seal
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ULTIMATE PENETRATION SYSTEM

Safeguard property from water 
damage and mold

HOLDRITE® HydroFlame™ is the ultimate cast-in-
place water, smoke and fi re stop system. 
HydroFlame's internal and external water 
seals offer double protection against 
unwanted water intrusion. Its patented 
mid-body seal allows for contraction and 
expansion of piping systems and the 
surrounding concrete fl oor slab while still 
protecting against the spread of water, 
fi re, smoke and gas.

Protect life against the dangers 
of fire, gas and smoke spread

Natural disasters, such as hurricanes and other 
storms, may cause schedule delays and water 
damage to buildings under construction. Excessive 
rain often causes costly water damage to ceilings, 
walls and fl oors.

Water damage may cause signifi cant health 
concerns and spawn lawsuits regarding mold 
issues. Failure of water lines, leaking water 
heaters, overfl owing dishwashers, toilets and 
sinks, or misuse of other appliances may result in 
unwanted water intrusion that results in signifi cant 
insurance claims in occupied buildings. More 
property claims are paid out 
due to water damage than 
fi re damage.

Commonly observed fi eld devised methods may 
result in providing a dangerous pathway for 
water, smoke, gas or fi re.

Damage from this hotel fi re was 
contained to the upper fl oors, but 
water damage destroyed walls, 
ceilings, fl oors, furniture, rugs, 
artwork, restaurants and stores all 
the way down to the lower fl oors. 

timate cast-in-
.

er 

d 

l 

Buildings are designed to house data 
communication networks and computer equipment. 
Such hi-tech investments are critical to corporations, 
healthcare facilities, military installations, 
government infrastructure and universities. 
HOLDRITE® HydroFlame™ protects these high 
dollar assets from unwanted destruction due to 
water, as well as fi re and smoke.
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ENGINEERED SOLUTION

1

2

3

Old makeshift method
Easy installation

Problematic Makeshift Method HydroFlame 
Engineered Solution

“HOLDRITE® HydroFlame™ reduces installation 
costs by up to 65%, provides a UL Classifi ed 
assembly, allows for shop standardization and 
eliminates questionable installation methods.” 

- Darrell Price, HydroFlame inventor

Installation comparison example

HOLDRITE® HydroFlame™ is also easy to 
order. Provide the following key information:

2. What is the piping 
material - PVC, Copper, 
Cast Iron, Steel, etc?

1. What is the pipe size?

3. What is the depth 
of the slab?

You're done! 

Set it and forget it

1 2 3

4 5 6

7 8 9
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Reduce installation costs with HOLDRITE®           Hydroflame™ System

COST SAVINGS ANALYSIS

“The “The HydroFlameHydroFlame is a counter intuitive product, because it offers an engineered  is a counter intuitive product, because it offers an engineered 
water/smoke and fi restop protection solution and reduces cost. Typical installed water/smoke and fi restop protection solution and reduces cost. Typical installed 

cost savings enjoyed by Contractors on a hospital or hotel project range from cost savings enjoyed by Contractors on a hospital or hotel project range from 
$25,000 to $75,000. Ultimately, HydroFlame protects the interest of the property $25,000 to $75,000. Ultimately, HydroFlame protects the interest of the property 

owner and exceeds codes intended to protect the general public.” owner and exceeds codes intended to protect the general public.” 

- Jim LeStage, Head Estimator- Jim LeStage, Head Estimator
HOLDRITEHOLDRITE®®

Installation Steps Approx. Mat. Cost Labor Time
1. Select 4" sleeve, measure & mark for 
saw cutting $3.00 1 Min.

2. Cut sleeve, in prep for re-assembly to 
slab height of 8" 1 Min.

3. Build sleeve to height with screw gun, 
screws & tape $0.50 3 Min.

4. Nail sleeve to form deck (concrete 
poured by others) 2 Min.

5. Remove/demolish sleeve out of hole 5 Min.
6. Buy material, cut, build & install hole 
cover (OSHA) $1.00 2 Min.

7. Clean-up sleeve debris on fl oor below 1 Min.
8. Install pipe with riser clamp 2 Min.
9. Collect, store and re-distribute hole 
cover upstairs 1 Min.

10. Remove riser clamp for access to 
annular space 1 Min.

11. Install and compact mineral wood 
material into annular space $0.50 2 Min.

12. Install fi re caulk to proper thickness & 
trowel level $1.00 2 Min.

13. Re-install riser clamp (and hope pipe 
didn't settle) 1 Min.

14. Clean tools, hands, caulking tube 
debris, store for re-use 2 Min.

Total Approx. Mat. Cost $6.00
Total Time 26 Min.

Labor Cost at $50/hr $21.67 
TOTAL INSTALLED COST (T&M) $27.67 

Problematic Plastic Concrete Sleeve Makeshift Method

Installation Steps Approx. Mat. Cost Labor Time
1. Select sleeve size & nail it to form 
deck (concrete poured by others) $15.00 2 Min.

2. Remove cap & install pipe with riser 
clamp 2 Min.

Total Approx. Mat. Cost $15.00
Total Time 4 Min.

Labor Cost at $50/hr $3.33
TOTAL INSTALLED COST (T&M) $18.33

HOLDRITE® HydroFlame™ System

Application: Sleeve and fi restop for a 2-inch pipe through an 8-inch thick 
concrete slab on a wood form deck

Note: Problematic method is not water proof, causing clean-
up and possible property damage, generates trash and may 

result in questionable UL System installation.

Save $9.34 per installation over the problematic 
makeshift method. Put the profi t in your pocket!
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KEY BENEFITS
Complete and ultimate solution

Owner/Developer 
• Meet and exceed Building and Fire codes 
• Protect property and public against Water/Fire/Smoke/Gas/Seismic damage 
• Potential to reduce insurance costs
• Reduce overall construction costs
• Reduce field installation errors and associated liability
• Reduce time to dry floors and finish building
• Third party tested and UL Classified
• Partner in green building
• Achieve Buy American Act
• Made in the USA 

OOOwner/Developer 
• Meet and exceed Building and Fire codes 
• Protect property and public against Water/Fire/Smoke/Gas/Seismic damage 
• Potential to reduce insurance costs
• Reduce overall construction costs
• Reduce field installation errors and associated liability
• Reduce time to dry floors and finish building
• Third party tested and UL Classified
• Partner in green building
• Achieve Buy American Act
• Made in the USA Trade Contractor

• The Ultimate Cast-in-Place Water/Smoke/Fire Stop System
• Easy installation
• Easy to order 
• No field modifications required 
• Provides a shop standard 
• No caulking or mineral wool required 
• No cutting required for specific slab depths 
• No charge project takeoff available upon request
• Specifications available upon request 
• Professional installation 
• Reduce installation costs 
• Meet and exceed building and safety codes 
• Third party lab tested and approved
• Complies with OSHA hole cover requirements 
• UL Classified devices
• Partner in green building
• Achieve Buy American Act
• Made in the USA

TTTTrade Contractor
• The Ultimate Cast-in-Place Water/Smoke/Fire Stop System
• Easy installation Easy

asy to order • Easy to o
modifications required• No field modif

hop standard • Provides a shop
mineral wool required • No caulking or m

• No cutting required for specific slab depths • No cutting required
• No charge project takeoff available upon requestharge project
• Specifications available upon request cations avail
• Professional installation ssional instal
• Reduce installation costs duce installatio

ed building and safety codes• Meet and exceed
b tested and approved• Third party lab 

with OSHA hole cover requirements • Complies with 
assified devices• UL Classifie

• Partner in green buildingPartne
• Achieve Buy American Act
• Made in the USA

HOLDRITE®

• Over 225 Outside Sales Representative agents 
• Sales Reps available throughout the United States and Canada
• Sales experts available for the following:
  ○ Contractors  ○ Engineers 
  ○ Architects  ○ Distributors
  ○ Owners  ○ Developers
  ○ Inspectors  ○ Jobsite Visits 
• Positively outrageous customer support 
• No charge project takeoff available upon request

• Product specifications available upon request 
• Specification authorship available upon request 
• Product information available on www.holdrite.com
• No charge training available at your office or on the jobsite
• The HOLDRITE® Brand has been available for 28 Years 
• Hundreds of Millions of HOLDRITE® products installed 
• HOLDRITE® product available in over 5000 locations
• Your partner in green building 
• Achieve Buy American Act 
• Made in the USA 

(800) 321 0316 • ) 7Fax: (760) 744 0507 www ollldddriiitttehhhol r te com

HHHHHHHOLDRITE®

• Over 225 Outside Sales Representative agents
• Sales Reps available throughout the United States and Canada
• Sales experts available for the following:
  ○ Contractors  ○ Engineers 
  ○ Architects  ○ Distributors
  ○ Owners  ○ Developers
  ○ Inspectors  ○ Jobsite Visits 
• Positively outrageous customer support 
• No charge project takeoff available upon request

• Product specifications available upon request
• Specification authorship available upon request
• Product information available on www.holdrite.com
• No charge training available at your office or on the jobsite
• The HOLDRITE® Brand has been available for 28 Years ®

• Hundreds of Millions of HOLDRITE® products installed ®

• HOLDRITE® product available in over 5000 locations®

• Your partner in green building 
• Achieve Buy American Act 
• Made in the USA 

Architect/Engineer 
• Meet and exceed Building and Fire Codes 
• Protect property and public against Water/Fire/Smoke/Gas/Seismic damage
• Prevent water, moisture and mold intrusion during and after construction 
• Isolate hurricane, storm and water damage 
• Protect interest of Owner and Developer 
• Provide superior product and reduce installation costs 
• Product specifications and custom specification authorship assistance 
  available upon request  
• Third party lab tested and UL Classified
• Complies with OSHA requirements 
• Minimizes field installer errors
• Partner in green building
• Achieve Buy American Act
• Made in the USA 

"Collaboration is essential in order to successfully design and 
build the highest quality project. HOLDRITE® HydroFlame™ 
meets and exceeds building codes by being the ultimate solution 
in achieving water, fi re and smoke requirements."

- Jim Park, Former VP of International Firestop Council

General Contractor/Construction Manager
• Water tight floor penetrations reduce time to dry-out and finish lower floors
• Built-in firestopping and water stopping reduces the need to schedule an 
  additional stage of work
• Built-in OSHA compliant safety hole covers reduce liability and enhance 
  safety on the job
• Use of built-in UL Classified firestop devices expedites cover inspections
• Eliminate field applied sealants reducing human error factors, which affect UL 
  fire ratings
• Keep floor surfaces free of water and ice during construction, minimizing slip   
  and fall hazards
• Water tight floor penetrations compartmentalize future water damage within 
  finished building
• Products are available for plumbing, piping, fire sprinkler and electrical trades
• Partner in green building

GGGeneral Contractor/Construction Manager
• Water tight floor penetrations reduce time to dry-out and finish lower floors
• Built-in firestopping and water stopping reduces the need to schedule an 
  additional stage of work
• Built-in OSHA compliant safety hole covers reduce liability and enhance 
  safety on the job
• Use of built-in UL Classified firestop devices expedites cover inspections
• Eliminate field applied sealants reducing human error factors, which affect UL 
  fire ratings
• Keep floor surfaces free of water and ice during construction, minimizing slip   
  and fall hazards
• Water tight floor penetrations compartmentalize future water damage within 
  finished building
• Products are available for plumbing, piping, fire sprinkler and electrical trades
• Partner in green building



12

™

®

(800) 321-0316 • Fax: (760) 744-0507 13                                

™

®

www.holdrite.com

PRODUCT INFORMATION

Wood Form Deck Sleeve

Corrugated Metal Deck Sleeve

Easy Installation Steps Easy Installation Steps

Features and Benefi ts
• Mid-body seal provides watertight penetration
• UL Classifi ed fi restop device
• Built-in water, fi re, smoke and gas protection
• Custom cut to your specifi ed height at no extra cost
• Turn-key installation - no job site modifi cations
• Reduced time to dry fl oors and fi nish building
• Includes OSHA compliant safety cap/hole cover
• Allows for expansion, contraction and movement
• Available 4½" and taller for ½"-6" piping

Features and Benefi ts
• Mid-body seal provides watertight penetration
• UL Classifi ed fi restop device
• One-piece construction - No parts, pieces or fi eld 

modifi cations necessary
• Built-in water, fi re, smoke and gas protection
• Custom cut to your specifi ed height at no extra cost
• Reduced time to dry fl oors and fi nish building
• Includes OSHA compliant safety cap/hole cover
• Allows for expansion, contraction and movement
• Available 2½" and taller for ½"-6" piping

Features and Benefi ts
• Provides for a watertight slab penetration
• UL Classifi ed fi restop device
• Built-in water, fi re, smoke and gas protection
• Strong and simple installation - No need for fi re 

caulking or mineral wool
• Device accepts PVC, ABS and brass drain pipes 

using the appropriate seal plug provided
• Allows for expansion, contraction and movement
• Reduced time to dry fl oors and fi nish building

Tub Box

Closet Flange Sleeve

Type UL Rating Status
Water W
Smoke/Gas L
Fire F
Thermal T

 

 

T-rating when penetrant is non-metallic

Type UL Rating Status
Water W
Smoke/Gas L
Fire F
Thermal T

 

 

T-rating when penetrant is non-metallic

Type UL Rating Status
Water W
Smoke/Gas L
Fire F
Thermal T

 

 

T-rating when penetrant is non-metallic

Type UL Rating Status
Water W
Smoke/Gas L
Fire F
Thermal T

 

 

T-rating when penetrant is non-metallic

Features and Benefi ts
• Mid-body seal provides watertight penetration
• UL Classifi ed fi restop device
• Strong and simple installation for 3" and 4" fl anges
• Device accepts PVC or no-hub closet fl anges
• Built-in water, fi re, smoke and gas protection
• Reduced time to dry fl oors and fi nish building

Closet fl ange not included

Easy Installation Steps Easy Installation Steps
ot included

sy Installation S



14

™

®

(800) 321-0316 • Fax: (760) 744-0507 15                                

™

®

www.holdrite.com

PRODUCT INFORMATION

Shower Drain Sleeve

Fire F
Type UL Rating Status

Floor Drain Kit
Features and Benefi ts
• Mid-body seal provides watertight penetration
• UL Classifi ed fi restop device
• Simple and strong drain support stand
• Available for 2", 3", and 4" Neo-lock style cast iron 

drain bodies
• Reduced time to dry fl oors and fi nish building

Type UL Rating Status
Water W
Smoke/Gas L
Fire F 

 
W
S
F

Optional Pipe Size Sleeve

Cable and Line-set Sleeve
Features and Benefi ts
• UL Classifi ed fi restop device
• Device accepts multiple Data, Phone, Fiber cables 

and refrigeration line sets
• Custom cut to your specifi ed height at no extra 

cost
• Includes OSHA compliant safety cap/hole cover
• 3" diameter sleeve

Fire F
Type UL Rating Status

Easy Installation Steps Easy Installation Steps

Features and Benefi ts
• UL Classifi ed fi restop device
• Built-in fi re protection
• Provides a fast and strong drain support
• For use with 2" PVC Drains
• Reduced time to dry fl oors and fi nish building

Drain and riser piping not included

Features and Benefi ts
• UL Classifi ed fi restop device
• Interior mid-body seal provides water resistant 

penetration
• Built-in fi re protection
• Custom cut to your specifi ed height at no extra cost
• Each sleeve accepts a range of sizes ½"-6" piping,  

½"-1", 1¼"-2", 2½"-3", 4" or 5"-6"
• Includes OSHA compliant safety cap/hole cover
• Allows for movement and off-center piping
• Reduced time to dry fl oors and fi nish building

T and W ratings achievable depending 
on penetrating items

Easy Installation Steps Easy Installation Steps

Drain not included
Compatible with most drains

W, L and T ratings achievable 
depending on penetrating items

y Installation Steps
g not included

rains

Fire F
Type UL Rating Status
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PRODUCT INFORMATION

Easy Installation Steps Easy Installation Steps

Corrugated Deck Concrete Sleeve
(Sleeve only)

No built-in UL ratings.
Firestopping not provided.

No built-in UL ratings.
Firestopping not provided.

Wood Deck Concrete Sleeve
(Sleeve only)

Eaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaassssssssssssssssssssssssssssssssssssssssssyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyy IIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIInnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnssssstttaaaallllllllaaaaaaaaattttttttiiiiiiiioooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooonnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnn SSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttteeeeeeeeeeeeeeeeeeeeeeeps

Aerator Adapter Box

Easy Installation Steps

Slab & Wall Seal
Features and Benefi ts
• Mid-body seal provides watertight penetration
• Watertight seal helps protect property against water 

intrusion, mold, insects/termites, methane and radon 
gas

• Allows for expansion, contraction and movement
• Available for ½"-6" pipes and conduits
• Custom cut to your specifi ed length
• For use through walls and slab-on-grade conditions

Type UL Rating Status
Water W

 
W

Easy Installation Steps

Not a fi restop device

Features and Benefi ts
• Fast, simple concrete sleeve for fl at form decks
• Custom cut to your specifi ed height at no extra cost
• Includes OSHA compliant safety cap/hole cover
• 1¼" - 8" sleeves available
• No fi eld assembly required

Features and Benefi ts
• Fast, simple concrete sleeve for corrugated decks
• Custom cut to your specifi ed height at no extra cost
• Includes OSHA compliant safety cap/hole cover
• 1¼" - 8" sleeves available
• No fi eld assembly required

Features and Benefi ts
• Provides a recess in slab for fi tting access
• Accepts 3" and 4" HydroFlame sleeves
• 3½" tall x 6⅜" wide x 9" height box
• For 8" or thicker concrete fl oors
• Ideal for Sovent® and other high and tight fi tting 

joint access

Type UL Rating Status
Water W
Smoke/Gas L
Fire F
Thermal T

 

 

T-rating when penetrant is non-metallic

Easy Installation Steps Easy Installation Steps

Easssssssssssssssssssssssssyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyyy IIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIInnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnsssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssttttttttttttttttttttttttaaaaaaaaaallllllllllllllllllllllllllllaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaatttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttttiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiioooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooooonnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnn Ste

Mid-body seal available separately
See page 31
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VIP Estimating services

Application Holdrite 
Product(s)

Makeshift 
Method

“Installed Cost” Savings
Examples Shown @ $50.00/Hr. Labor 

Rate

Through-floor Pipe                
HydroFlame Sleeve

Plastic Crete Sleeve 
& Caulk $7.85

Bathtub Drain HydroFlame Tub 
Box

Crete Sleeve, 
Styrofoam & Caulk $5.69

Floor Drain HydroFlame Drain 
Kit

Plastic Crete Sleeve 
& Caulk $2.61

Toilet/Closet Flange HydroFlame Closet 
Flange Sleeve

Plastic Crete Sleeve 
& Caulk

$4.61

Through-floor Cables HydroFlame Cable 
Sleeve

Plastic Crete Sleeve 
& Caulk

$1.77

HOLDRITE APPLICATION SAVINGS EXAMPLES
• No-cost material “Take-Off” for 

your next job
• Performed by Estimators with over 

20 years of plumbing experience
• Savings analysis based on material 

and installation costs resulting 
from using HOLDRITE® products

• Custom “Detailed Drawing” 
pages for each application in 
PDF or CAD (.DWG) formats

• 3-D Product drawings available 
in 5 formats

• UL System approvals
• Ideal for establishing “Shop 

Standards”
• Specification and Submittal 

assistance complimentary 

NO-COST CONSULTING Online tools

Online Quote/Bid 
Estimator
Simply enter the quantities of 
the product you are interested 
in, and receive an online quote 
instantly.

Submittal Generator
Generate a submittal within 
minutes by logging on to our 
website at www.holdrite.com/
hydrofl ame. Simply enter your 
project details, select the type 
of deck and pipe material, and 
a submittal is created. 

Q /

LEED Category 
→ Sustainable Sites

Water 
Effi ciency

Energy and 
Atmosphere Materials and Resources
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Environmental 
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HOLDRITE® is committed to making substantial contributions 
with regards to GREEN building. Though products alone cannot 
be certifi ed under LEED, the performance characteristics of the 
HOLDRITE® HydroFlame™ systems can assist LEED practitioners 
identify attributes that contribute to green building credits/points 
under a variety of categories. These categories include:

Your partner in green building
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INSTALLATION DETAIL PAGES

Your company 
name and/or 
logo here

Customized installation detail pages can be created 
upon request. Visit www.holdrite.com for individual 
application drawings. 
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Product Specification Sheet (sample)

SUBMITTAL SUPPORT DOCUMENTS

Buy American Act

Product Specifi cation 
Sheets are available 
upon request.

Product Index
HydroFlame Cast-in-Place Sleeves               

Model No. Pipe Type(s) Pipe O.D. Size
PS-NP-0050 PVC, ccPVC, RNC & ABS .840” 1/2”
PS-NP-0075 PVC, ccPVC, RNC & ABS 1.050” 3/4”
PS-NP-0100 PVC, ccPVC, RNC & ABS 1.315” 1”
PS-NP-0125 PVC, ccPVC, RNC & ABS 1.660” 1-1/4”
PS-NP-0150 PVC, ccPVC, RNC & ABS 1.900” 1-1/2”
PS-NP-0200 PVC, ccPVC, RNC & ABS 2.375” 2”
PS-NP-0250 PVC, ccPVC, RNC & ABS 2.875” 2-1/2”
PS-NP-0300 PVC, ccPVC, RNC & ABS 3.50” 3”
PS-NP-0400 PVC, ccPVC, RNC & ABS 4.5” 4”
PS-NP-0600 PVC, ccPVC, RNC & ABS 6.625” 6”
PS-CP-0050 CPVC:(Flowguard Gold SDR 11, SDR 11) & PEX .625” 1/2”
PS-CP-0075 CPVC:(Flowguard Gold SDR 11, SDR 11) & PEX 0.875” 3/4”
PS-CP-0100 CPVC:(Flowguard Gold SDR 11, SDR 11) & PEX 1.125” 1”
PS-CP-0125 CPVC:(Flowguard Gold SDR 11, SDR 11) & PEX 1.375” 1-1/4”
PS-CP-0150 CPVC:(Flowguard Gold SDR 11, SDR 11) & PEX 1.625” 1-1/2”
PS-CP-0200 CPVC:(Flowguard Gold SDR 11, SDR 11) & PEX 2.125” 2”
PS-CN-0050 CPVC:(Corzan, Blazemaster 13.5, SDR 13.5, Sch. 40 & 80) .840” 1/2”
PS-CN-0075 CPVC:(Corzan, Blazemaster 13.5, SDR 13.5, Sch. 40 & 80) 1.050” 3/4”
PS-CN-0100 CPVC:(Corzan, Blazemaster 13.5, SDR 13.5, Sch. 40 & 80) 1.315” 1”
PS-CN-0125 CPVC:(Corzan, Blazemaster 13.5, SDR 13.5, Sch. 40 & 80) 1.660” 1-1/4”
PS-CN-0150 CPVC:(Corzan, Blazemaster 13.5, SDR 13.5, Sch. 40 & 80) 1.900” 1-1/2”
PS-CN-0200 CPVC:(Corzan, Blazemaster 13.5, SDR 13.5, Sch. 40 & 80) 2.375” 2”
PS-CN-0250 CPVC:(Corzan, Blazemaster 13.5, SDR 13.5, Sch. 40 & 80) 2.875” 2-1/2”
PS-CN-0300 CPVC:(Corzan, Blazemaster 13.5, SDR 13.5, Sch. 40 & 80) 3.50” 3”
PS-CN-0400 CPVC:(Corzan, Blazemaster 13.5, SDR 13.5, Sch. 40 & 80) 4.5” 4”
PS-CN-0600 CPVC:(Corzan, Blazemaster 13.5, SDR 13.5, Sch. 40 & 80) 6.625” 6”
PS-CT-0050 Copper .625” 1/2”
PS-CT-0075 Copper 0.875” 3/4”
PS-CT-0100 Copper 1.125” 1”
PS-CT-0125 Copper 1.375” 1-1/4”
PS-CT-0150 Copper 1.625” 1-1/2”
PS-CT-0200 Copper 2.125” 2”
PS-CT-0250 Copper 2.625” 2-1/2”
PS-CT-0300 Copper 3.125” 3”
PS-CT-0400 Copper 4.125” 4”
PS-CT-0600 Copper 6.125” 6”
PS-CH-0200 Cast Iron - Extra Heavy 2.38” 2”

Page 12
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PRODUCT INDEX

PS-CH-0300 Cast Iron - Extra Heavy 3.50” 3”
PS-CH-0400 Cast Iron - Extra Heavy 4.50” 4”
PS-CI-0150 Cast Iron - Service Weight 1.90” 1-1/2”
PS-CI-0200 Cast Iron - Service Weight 2.30” 2”
PS-CI-0300 Cast Iron - Service Weight 3.30” 3”
PS-CI-0400 Cast Iron - Service Weight 4.30” 4”
PS-CI-0600 Cast Iron - Service Weight 6.30” 6”
PS-CX-0150 Cast Iron - Hubless 1.90” 1-1/2”
PS-CX-0200 Cast Iron - Hubless 2.35” 2”
PS-CX-0300 Cast Iron - Hubless 3.35” 3”
PS-CX-0400 Cast Iron - Hubless 4.38” 4”
PS-CX-0500 Cast Iron - Hubless 5.30” 5”
PS-CX-0600 Cast Iron - Hubless 6.30” 6”
PS-ST-0050 Steel .840” 1/2”
PS-ST-0075 Steel 1.050” 3/4”
PS-ST-0100 Steel 1.315” 1”
PS-ST-0125 Steel 1.660” 1-1/4”
PS-ST-0150 Steel 1.900” 1-1/2”
PS-ST-0200 Steel 2.375” 2”
PS-ST-0250 Steel 2.875” 2-1/2”
PS-ST-0300 Steel 3.50” 3”
PS-ST-0400 Steel 4.5” 4”
PS-ST-0600 Steel 6.625” 6”
PS-ET-0050 EMT 0.706” 1/2”
PS-ET-0075 EMT 0.922” 3/4”
PS-ET-0100 EMT 1.163” 1”
PS-ET-0125 EMT 1.51” 1-1/4”
PS-ET-0150 EMT 1.74" 1-1/2”
PS-ET-0200 EMT 2.197” 2”
PS-ET-0250 EMT 2.875” 2-1/2”
PS-ET-0300 EMT 3.5” 3”
PS-ET-0400 EMT 4.5” 4”

Model No. Pipe Type(s) Pipe O.D. Size

HydroFlame Cast-in-Place Sleeves continued

HydroFlame Corrugated Cast-in-Place Sleeves 
Model No. Pipe Type(s) Pipe O.D. Size
CD-NP-0050 PVC, ccPVC, RNC & ABS .840” 1/2”

CD-NP-0075 PVC, ccPVC, RNC & ABS 1.050” 3/4”

CD-NP-0100 PVC, ccPVC, RNC & ABS 1.315” 1”

CD-NP-0125 PVC, ccPVC, RNC & ABS 1.660” 1-1/4”

CD-NP-0150 PVC, ccPVC, RNC & ABS 1.900” 1-1/2”

CD-NP-0200 PVC, ccPVC, RNC & ABS 2.375” 2”

CD-NP-0250 PVC, ccPVC, RNC & ABS 2.875” 2-1/2”

CD-NP-0300 PVC, ccPVC, RNC & ABS 3.50” 3”

CD-NP-0400 PVC, ccPVC, RNC & ABS 4.5” 4”

CD-NP-0600 PVC, ccPVC, RNC & ABS 6.625” 6”

CD-CP-0050 CPVC:(Flowguard Gold SDR 11, SDR 11) & PEX .625” 1/2”

CD-CP-0075 CPVC:(Flowguard Gold SDR 11, SDR 11) & PEX 0.875” 3/4”

CD-CP-0100 CPVC:(Flowguard Gold SDR 11, SDR 11) & PEX 1.125” 1”

CD-CP-0125 CPVC:(Flowguard Gold SDR 11, SDR 11) & PEX 1.375” 1-1/4”

CD-CP-0150 CPVC:(Flowguard Gold SDR 11, SDR 11) & PEX 1.625” 1-1/2”

CD-CP-0200 CPVC:(Flowguard Gold SDR 11, SDR 11) & PEX 2.125” 2”

CD-CN-0050 CPVC:(Corzan, Blazemaster 13.5, SDR 13.5, Sch. 40 & 80) .840” 1/2”

CD-CN-0075 CPVC:(Corzan, Blazemaster 13.5, SDR 13.5, Sch. 40 & 80) 1.050” 3/4”

CD-CN-0100 CPVC:(Corzan, Blazemaster 13.5, SDR 13.5, Sch. 40 & 80) 1.315” 1”

CD-CN-0125 CPVC:(Corzan, Blazemaster 13.5, SDR 13.5, Sch. 40 & 80) 1.660” 1-1/4”

CD-CN-0150 CPVC:(Corzan, Blazemaster 13.5, SDR 13.5, Sch. 40 & 80) 1.900” 1-1/2”

CD-CN-0200 CPVC:(Corzan, Blazemaster 13.5, SDR 13.5, Sch. 40 & 80) 2.375” 2”

CD-CN-0250 CPVC:(Corzan, Blazemaster 13.5, SDR 13.5, Sch. 40 & 80) 2.875” 2-1/2”

CD-CN-0300 CPVC:(Corzan, Blazemaster 13.5, SDR 13.5, Sch. 40 & 80) 3.50” 3”

CD-CN-0400 CPVC:(Corzan, Blazemaster 13.5, SDR 13.5, Sch. 40 & 80) 4.5” 4”

CD-CN-0600 CPVC:(Corzan, Blazemaster 13.5, SDR 13.5, Sch. 40 & 80) 6.625” 6”

CD-CT-0050 Copper .625” 1/2”

CD-CT-0075 Copper 0.875” 3/4”

CD-CT-0100 Copper 1.125” 1”

CD-CT-0125 Copper 1.375” 1-1/4”

CD-CT-0150 Copper 1.625” 1-1/2”

CD-CT-0200 Copper 2.125” 2”

CD-CT-0250 Copper 2.625” 2-1/2”

CD-CT-0300 Copper 3.125” 3”

CD-CT-0400 Copper 4.125” 4”

CD-CT-0600 Copper 6.125” 6”

CD-CH-0200 Cast Iron - Extra Heavy 2.38” 2”

CD-CH-0300 Cast Iron - Extra Heavy 3.50” 3”

CD-CH-0400 Cast Iron - Extra Heavy 4.50” 4”

CD-CI-0150 Cast Iron - Service Weight 1.90” 1-1/2”

CD-CI-0200 Cast Iron - Service Weight 2.30” 2”

CD-CI-0300 Cast Iron - Service Weight 3.30” 3”

Page 12
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CD-CI-0400 Cast Iron - Service Weight 4.30” 4”

CD-CI-0600 Cast Iron - Service Weight 6.30” 6”

CD-CX-0150 Cast Iron - Hubless 1.90” 1-1/2”

CD-CX-0200 Cast Iron - Hubless 2.35” 2”

CD-CX-0300 Cast Iron - Hubless 3.35” 3”

CD-CX-0400 Cast Iron - Hubless 4.38” 4”

CD-CX-0500 Cast Iron - Hubless 5.30” 5”

CD-CX-0600 Cast Iron - Hubless 6.30” 6”

CD-ST-0050 Steel .840” 1/2”

CD-ST-0075 Steel 1.050” 3/4”

CD-ST-0100 Steel 1.315” 1”

CD-ST-0125 Steel 1.660” 1-1/4”

CD-ST-0150 Steel 1.900” 1-1/2”

CD-ST-0200 Steel 2.375” 2”

CD-ST-0250 Steel 2.875” 2-1/2”

CD-ST-0300 Steel 3.50” 3”

CD-ST-0400 Steel 4.5” 4”

CD-ST-0600 Steel 6.625” 6”

CD-ET-0050 EMT 0.706” 1/2”

CD-ET-0075 EMT 0.922” 3/4”

CD-ET-0100 EMT 1.163” 1”

CD-ET-0125 EMT 1.51” 1-1/4”

CD-ET-0150 EMT 1.74" 1-1/2”

CD-ET-0200 EMT 2.197” 2”

CD-ET-0250 EMT 2.875” 2-1/2”

CD-ET-0300 EMT 3.5” 3”

CD-ET-0400 EMT 4.5” 4”

PRODUCT INDEX

Hydro Slab Seal with Pipe Inserts
Model No. Pipe Type(s) Pipe O.D. Size
HP-NP-0050 PVC, ccPVC, RNC & ABS .840” 1/2”

HP-NP-0075 PVC, ccPVC, RNC & ABS 1.050” 3/4”

HP-NP-0100 PVC, ccPVC, RNC & ABS 1.315” 1”

HP-NP-0125 PVC, ccPVC, RNC & ABS 1.660” 1-1/4”

HP-NP-0150 PVC, ccPVC, RNC & ABS 1.900” 1-1/2”

HP-NP-0200 PVC, ccPVC, RNC & ABS 2.375” 2”

HP-NP-0250 PVC, ccPVC, RNC & ABS 2.875” 2-1/2”

HP-NP-0300 PVC, ccPVC, RNC & ABS 3.50” 3”

HP-NP-0400 PVC, ccPVC, RNC & ABS 4.5” 4”

Model No. Pipe Type(s) Pipe O.D. Size

HydroFlame Corrugated Cast-in-Place Sleeves continued
HP-NP-0600 PVC, ccPVC, RNC & ABS 6.625” 6”

HP-CP-0050 CPVC:(Flowguard Gold SDR 11, SDR 11) & PEX .625” 1/2”

HP-CP-0075 CPVC:(Flowguard Gold SDR 11, SDR 11) & PEX 0.875” 3/4”

HP-CP-0100 CPVC:(Flowguard Gold SDR 11, SDR 11) & PEX 1.125” 1”

HP-CP-0125 CPVC:(Flowguard Gold SDR 11, SDR 11) & PEX 1.375” 1-1/4”

HP-CP-0150 CPVC:(Flowguard Gold SDR 11, SDR 11) & PEX 1.625” 1-1/2”

HP-CP-0200 CPVC:(Flowguard Gold SDR 11, SDR 11) & PEX 2.125” 2”

HP-CN-0050 CPVC:(Corzan, Blazemaster 13.5, SDR 13.5, Sch. 40 & 80) .840” 1/2”

HP-CN-0075 CPVC:(Corzan, Blazemaster 13.5, SDR 13.5, Sch. 40 & 80) 1.050” 3/4”

HP-CN-0100 CPVC:(Corzan, Blazemaster 13.5, SDR 13.5, Sch. 40 & 80) 1.315” 1”

HP-CN-0125 CPVC:(Corzan, Blazemaster 13.5, SDR 13.5, Sch. 40 & 80) 1.660” 1-1/4”

HP-CN-0150 CPVC:(Corzan, Blazemaster 13.5, SDR 13.5, Sch. 40 & 80) 1.900” 1-1/2”

HP-CN-0200 CPVC:(Corzan, Blazemaster 13.5, SDR 13.5, Sch. 40 & 80) 2.375” 2”

HP-CN-0250 CPVC:(Corzan, Blazemaster 13.5, SDR 13.5, Sch. 40 & 80) 2.875” 2-1/2”

HP-CN-0300 CPVC:(Corzan, Blazemaster 13.5, SDR 13.5, Sch. 40 & 80) 3.50” 3”

HP-CN-0400 CPVC:(Corzan, Blazemaster 13.5, SDR 13.5, Sch. 40 & 80) 4.5” 4”

HP-CN-0600 CPVC:(Corzan, Blazemaster 13.5, SDR 13.5, Sch. 40 & 80) 6.625” 6”

HP-CT-0050 Copper .625” 1/2”

HP-CT-0075 Copper 0.875” 3/4”

HP-CT-0100 Copper 1.125” 1”

HP-CT-0125 Copper 1.375” 1-1/4”

HP-CT-0150 Copper 1.625” 1-1/2”

HP-CT-0200 Copper 2.125” 2”

HP-CT-0250 Copper 2.625” 2-1/2”

HP-CT-0300 Copper 3.125” 3”

HP-CT-0400 Copper 4.125” 4”

HP-CT-0600 Copper 6.125” 6”

HP-CH-0200 Cast Iron - Extra Heavy 2.38” 2”

HP-CH-0300 Cast Iron - Extra Heavy 3.50” 3”

HP-CH-0400 Cast Iron - Extra Heavy 4.50” 4”

HP-CI-0150 Cast Iron - Service Weight 1.90” 1-1/2”

HP-CI-0200 Cast Iron - Service Weight 2.30” 2”

HP-CI-0300 Cast Iron - Service Weight 3.30” 3”

HP-CI-0400 Cast Iron - Service Weight 4.30” 4”

HP-CI-0600 Cast Iron - Service Weight 6.30” 6”

HP-CX-0150 Cast Iron - Hubless 1.90” 1-1/2”

HP-CX-0200 Cast Iron - Hubless 2.35” 2”

HP-CX-0300 Cast Iron - Hubless 3.35” 3”

HP-CX-0400 Cast Iron - Hubless 4.38” 4”

HP-CX-0500 Cast Iron - Hubless 5.30” 5”

HP-CX-0600 Cast Iron - Hubless 6.30” 6”

HP-ST-0050 Steel .840” 1/2”

HP-ST-0075 Steel 1.050” 3/4”

Model No. Pipe Type(s) Pipe O.D. Size

Hydro Slab Seal with Pipe Inserts continued

Page 12

Page 17
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HP-ST-0100 Steel 1.315” 1”

HP-ST-0125 Steel 1.660” 1-1/4”

HP-ST-0150 Steel 1.900” 1-1/2”

HP-ST-0200 Steel 2.375” 2”

HP-ST-0250 Steel 2.875” 2-1/2”

HP-ST-0300 Steel 3.50” 3”

HP-ST-0400 Steel 4.5” 4”

HP-ST-0600 Steel 6.625” 6”

HP-ET-0050 EMT 0.706” 1/2”

HP-ET-0075 EMT 0.922” 3/4”

HP-ET-0100 EMT 1.163” 1”

HP-ET-0125 EMT 1.51” 1-1/4”

HP-ET-0150 EMT 1.74" 1-1/2”

HP-ET-0200 EMT 2.197” 2”

HP-ET-0250 EMT 2.875” 2-1/2”

HP-ET-0300 EMT 3.5” 3”

HP-ET-0400 EMT 4.5” 4”

HydroFlame Cast-in-Place Tub Box
Model No. Pipe Type(s) Pipe O.D. Size
TB-NP-0200 Sch.40 Bath Drains N/A 1-1/2”

TB-TW-0200 Thin Wall & Brass Bath Drains N/A 1-1/2”

PRODUCT INDEX

HydroFlame Cast-in-Place Optional Pipe Size
Model No. Pipe Type(s) Pipe O.D. Size
OPS-PL-0100 1/2 to 1 Inch Plastic Pipes .625"-1.5" 1”

OPS-PL-0200 1-1/4 to 2 Inch Plastic Pipes 1.375"-2.5" 2”

OPS-PL-0300 2-1/2 to 3 Inch Plastic Pipes 2.625"-3.5" 3”

OPS-PL-0400 4 Inch Plastic Pipes 4.125"-4.5" 4"

OPS-PL-0600 5 to 6 Inch Plastic Pipes 5.125"-6.625" 6”

OPS-MT-0100 1/2 to 1 Inch Metallic Pipes  .625"-1.5" 1”

OPS-MT-0200 1-1/4 to 2 Inch Metallic Pipes 1.375"-2.5" 2”

OPS-MT-0300 2-1/2 to 3 Inch Metallic Pipes 2.625"-3.5" 3”

OPS-MT-0400 4 Inch Metallic Pipes 4.125"-4.5" 4"

OPS-MT-0600 5 to 6 Inch Metallic Pipes 5.125"-6.625" 6”

Model No. Pipe Type(s) Pipe O.D. Size

Hydro Slab Seal with Pipe Inserts continued
HydroFlame Cast-in-Place Closet Flange Sleeves

Model No. Pipe Type(s) Pipe O.D. Size
PS-NPCF-0300 PVC, ccPVC & ABS 3.5” 3”

PS-NPCF-0400 PVC, ccPVC & ABS 4.5” 4”

PS-CICF-0300 Cast Iron - Service Weight 3.30” 3”

PS-CICF-0400 Cast Iron - Service Weight 4.30” 4”

PS-CXCF-0300 Cast Iron - Hubless 3.35” 3”

PS-CXCF-0400 Cast Iron - Hubless 4.38” 4”

HydroFlame Cast-in-Place Shower Drain Sleeves
Model No. Pipe Type(s) Pipe O.D. Size
PS-SD-0200 PVC, ccPVC & ABS 2.375” 2”

Page 17

Page 13

Page 15

Page 13

Page 14

HydroFlame Cast-in-Place Line Set Sleeves
Model No. Pipe Type(s) Pipe O.D. Size
PS-LS-0300 Line Sets 3.75” 3”

Page 15

Closet fl ange not included

Drain not included

HydroFlame Cast-in-Place Cable Sleeves
Model No. Pipe Type(s) Pipe O.D. Size
PS-CS-0200 Cable(s) 2.626” 2”

PS-CS-0300 Cable(s) 3.75” 3”

Page 15
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PRODUCT INDEX

Corrugated Deck Concrete Sleeve 
Model No. Pipe Type(s) Pipe O.D. Size

CD-0125 1/4”-3/4” - All types 1-1/4” 1-1/4”

CD-0200 1/4”-1-1/4” - All types 2” 2”

CD-0300 1”-2” - All types 3” 3”

CD-0400 1-1/4”-3” - All types 4” 4”

CD-0500 2-1/2”-4” - All types 5” 5”

CD-0600 3”-5” - All types 6” 6”

CD-0800 4”-6” - All types 8” 8”

HydroFlame Cast-in-Place Drain Stand Kit
Model No. Pipe Type(s) Pipe O.D. Size
HM-DK-0200 PVC, ccPVC, ABS & Cast Iron (Please specify when ordering) N/A 2”

HM-DK-0300 PVC, ccPVC, ABS & Cast Iron (Please specify when ordering) N/A 3”

HM-DK-0400 PVC, ccPVC, ABS & Cast Iron (Please specify when ordering) N/A 4”

Wood Deck Concrete Sleeve 
Model No. Pipe Type(s) Pipe O.D. Size
WD-0125 1/4”-3/4” - All types 1-1/4” 1-1/4”

WD-0200 1/4”-1-1/4” - All types 2” 2”

WD-0300 1”-2” - All types 3” 3”

WD-0400 1-1/4”-3” - All types 4” 4”

WD-0500 2-1/2”-4” - All types 5” 5”

WD-0600 3”-5” - All types 6” 6”

WD-0800 4”-6” - All types 8” 8”

Aerator Adapter Box
Model No. Pipe Type(s) Pipe O.D. Size

AA-0304 3” and 4” (Metallic or Non-metallic) 3.50”, 4.50"

3-1/2” X      
6-3/8” 
X 9”

Visit www.holdrite.com to view these and other HOLDRITE  ® engineered application solutions

Page 17
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Nominal Pipe Body Seal 
Model No. Pipe Type(s) Pipe O.D. Size

PS-NPMS-0200 PVC, ABS, Steel 2.375” 2”

PS-NPMS-0300 PVC, ABS, Steel 3.50” 3”

PS-NPMS-0400 PVC, ABS, Steel 4.50” 4”

PS-NPMS-0600 PVC, ABS, Steel 6.625” 6”

ze
”

”

”

”
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DISTRIBUTION & SHIPPING

SHIPPING AND LEAD TIME: 
Please note all HydroFlame orders ship from our East 
Coast Distribution Center, unless orders are specifically 
requested to be staged in our Las Vegas distribution 
center. Due to the custom nature of HydroFlame, please 
contact the HOLDRITE® factory to establish lead times 
at (800) 321-0316 in the U.S. and (760) 744-6944 in 
Canada. 

PRICES:
List price sheet available upon request. All prices are 
subject to change without notice. Please refer to current 
List Prices, available at www.holdrite.com. 

PRODUCT RETURNS:  
Due to the custom nature of the product, HydroFlame 
purchase orders are Non-Returnable, Non-Cancellable.

ERRORS & SHORTAGES: 
Shipping errors (e.g. wrong sizes or shortages) must be 
reported within 15 days.

DAMAGE TO FREIGHT: 
Any shipment that appears to be damaged in shipping 
must be noted when signing for receipt of delivery.

LIABILITY OF MISUSE:  
HOLDRITE will not be liable for damages to property 
or persons due to improper installation of material or 
through attempts to utilize the material under conditions 
which exceed the designed capabilities. Purchaser 
agrees to indemnify and hold us harmless for any and 
all claims, liabilities, damages, costs, and expenses 
asserted against us or incurred by us because of 
injuries to persons or damages to property resulting 
from the improper installation or misuse of the material.

Executive Offices
11545 W Bernardo Ct, Ste 206

San Diego, CA 92127
Toll Free: (800) 321.0316

Fax: (760) 744.0507

1.

Operations and East 
Coast Distribution Center 

1001 Centre Pointe Dr, Ste B
La Vergne, TN 37086

2.

EXECUTIVE
OFFICES

EXECUTIVE
OFFICES

EAST COAST
DISTRIBUTION
EAST COAST

DISTRIBUTION

3.3. WEST COAST
DISTRIBUTION
WEST COAST

DISTRIBUTION
West Coast

Distribution Center 
4601 E Cheyenne Ave, Ste 101

Las Vegas, NV 89115

3.

HOLDRITE® HydroFlame’s™ superior design meets and exceeds building codes, protects 
life and property against water, fire and smoke damage, and significantly reduces project 

installation costs. Since it is custom crafted to your specifications, the product typically 
requires five or more days to be produced, plus shipping time from our Vista, California 
facility. To establish lead times for HOLDRITE® HydroFlame™ product delivery, please 

contact HOLDRITE® Customer Service at (800) 321-0316.
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Bryant-Denny Stadium is home to the University 
of Alabama’s football team. In the Spring of 2009 
construction began to expand the south end zone 
with the addition of 1,700 seats and 36 skyboxes. 
When the architects, engineers and contractors 
began to take a look at water and fire protection, 
they chose HOLDRITE® HydroFlame™. 

“HydroFlame provided optimum protection against water intrusion 
and fire stopping all at once,” says Pat Sanders, HOLDRITE® 
Sales Representative. “Plus, HydroFlame was used in the building 
of the dorm rooms, and resulted in a superior solution and faster 
installation.”

HOLDRITE® HydroFlame's™ patented mid-
body seal provides the industry's first and only 
firestop sleeve device that ensures water tightness 
both inside and outside of the sleeve. This is 
accomplished without the need for accessories or 
field modifications. Combined 
with its easy installation, the 
HydroFlame cast-in-place 
sleeves are the ideal solutions 
for safeguarding property and 
protecting lives.  

Story from the fi eld



The Ultimate Cast-in-Place 
WaterWater/SmokeSmoke/FireFire 

Stop Solution
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•  Safeguard Property from Water Damage and Mold
  
•  Protect Life Against the Dangers of Fire, Gas and 
   Smoke Spread
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