
INSTALL AERATOR ADAPTER BOX.
(Fig. 5)

Aerator Adapter Box
(rotate clockwise into 

bottom of Base)

Nail, 6 places recommended

NAIL TO FORM DECK.
(Fig. 6)

POUR CONCRETE.
(Fig. 7)

Pour Concrete.

8"
Lowest position

ADJUST TO DESIRED HEIGHT,
ACCOUNT FOR AERATOR BOX HEIGHT.

(Fig. 1)

12" Hightest position
(Sleeve extension can also be added)

Twist Outer Sleeve, left or right,
until locked in notches.

LOCK OUTER SLEEVE IN PLACE.
(NON-TELESCOPING "-B" VERSION SLEEVE CAN ALSO BE USED)

(Fig. 3)

Pull out Locator Whiskers
(optional)

Push Locator Whiskers until locked in place.
(Optional, screw can be used to strengthen attachment)

RE-INSTALL CAP & INSERT LOCATOR WHISKERS.
(Fig. 4)

CUT INNER & OUTER SLEEVE AS
NEEDED, TO ACCOUNT FOR

AERATOR BOX HEIGHT.
(CAN BE CUT AS SHORT AS 2-1/2")

(Fig. 2)

Hydroflame PRO Series - Aerator Adapter Box. See Hydroflame Pro - "Best Practices" document and UL's online certification directory (file R25101) for more details. Rev A
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